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FACADE GRILLES AND SYSTEMS
GRATINGS
FRAMING SYSTEMS AND FASTENINGS
SUNSHADES
VENTILATION GRILLES
Alupro Oy

Alupro Oy is a manufacturer and turnkey supplier of facade sys-
tems. Alupro designs, manufactures and installs impressive fa-
cade grilles and assemblies for a variety of uses. The product
range facilitates the delivery of everything from individual
grilles to complete facades.
Grilles are primarily manufactured using extruded aluminium
profiles; they are also manufactured using stainless steel, brass
and copper.
A wide selection of grilles, as well as numerous assembly, fram-
ing and fastening options enable grilles to be designed and im-
plemented according to each building project's special require-
ments.
For the best results, customers should ask about implementa-
tion-related alternatives and details in the preliminary design
stage. When required, Alupro can manufacture special profiles
to order for larger projects.
More detailed technical information and dimensioning guide-
lines can be found at the Internet website www.alupro.fi or by
telephoning Alupro's technical sales.
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FACADE GRILLES AND SYSTEMS

Pipe assembly, PS-P element

On-site assembly, AluClik grille

PS-P lamella types
Standard lamella spacings: 10, 13, 15, 18, 20 and multiples

Frame alternatives implemented case-specifically.
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AluClik grille types
Lamella spacing can be selected steplessly



RRAT Grating

– Same-sized lamellas in both directions.

RRAE Variable grating

– Different-sized lamellas in both direc-
tions.

Material and finishing alternatives

Gratings are manufactured from alu-
minium. The surface treatment is powder
painting with RAL shades or anodised.

Standard lamellas

10 x 3, 13 x 3, 15 x 3, 20 x 3, 30 x 3, 40 x 3, 50 x 3,
minimum lamella combination 10 x 3 / 20 x 3

Dimensions of gratings and lamella
spacing

L = long edge, element's recommended
maximum length 2500 mm.
B = short edge, element's maximum di-
mension 1000 mm.
– In L direction, lamella spacing can be se-

lected steplessly.
– In B direction, standard lamella spacings

are 20, 25, 30, 40, 50, 60, 75, 90, 120.
The goal is to dimension gratings with reg-
ular lamella spacing.

Other lamella sizes and dimensions are
available on request.
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FACADE GRILLES AND SYSTEMS

Wing grille

Gratings

Lamella holder
in vertical position

Lamell holder
in horizontal position

Lamella type TS-C100
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FRAMING SYSTEMS AND FASTENINGS

Lamella sizes

Lamella 300 mm
Angle 15o

Lamella 150 mm
Angle 15o

Lamella 200 mm
Angle 45o

Grating

Variable grating

GRATINGS

Lamella and
assembly profile

Lamella, assembly profile, frame and bracket

Lamella
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Lamella, assembly profile
and U-fastener

44

Lamella

150 190

Lamella, assembly profile and frame

82

Lamella

62

37

43

37

Lamella

63

Lamella

77

7882

Standard frames and fastenings for facade systems



VENTILATION GRILLES  type  US

– For air supply and exhaust ducts in buildings.
– Grille water resistance and pressure loss measured according to

Eurovent 2/5 and SFS 5219 standards.
– Lamella type 1, lamella spacing 50 mm.
– With small animal net, mesh size 13 x 13 mm.

Type markings

US-P exterior grille
US-PV exterior grille with screen
US-PVK exterior grille with screen and

installation frame
USK-P(V) grille for curved surfaces
Lamella type 1 can also be used as a ventilation or facade grille in
round, curved, cylindrical and conical surfaces. Large grille sections
can be divided into elements and built according to all installation
examples.

Dimensions

The grilles are manufactured according to the desired dimensions.
In general, dimensioning is based on the finished opening's width x
height.

Standard installation methods

DET 1 fixed frame
DET 2 fixed frame with installation flange
DET 3 frameless, cap profile assembly
DET 4 with separate installation frame
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SUNSHADES

DESIGN, MANUFACTURE, MARKETING,
INSTALLATION AND TECHNICAL INFORMATION

Alupro Oy
Pakkasraitti 14
FI-04360 TUUSULA, FINLAND
Tel. +358 (0)207 421 700
Fax +358 (0)207 421 733
info@alupro.fi
www.alupro.fi
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For ventilation grilles, lamella spacing C = 50 mm, lamella type 1.

Installation examples of US grilles

Cylindrical exterior grille USK-P
Lamella type 1 (USK-PV = protective screen)

Rainwater canopy:
flat (standard), conical, single-sloped

Basic dimensioning:
grille's outside diameter x height,
installation location's outside diameter to be indicated in order.

Outside diameter (min. 500) of grille
approx. 2 x 60 = 120 mm larger than
installation location's outside diameter.
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SST tube Ø 18 at every frame profile,
maximum spacing c/c 1500 mm

Adjustable
wall bracket

Grille's reach (H)
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VENTILATION GRILLES

AluClik standard horizontal
sunshade
– Lamella type AC-4, 120 x

90 mm.
– Powder painting with RAL

shades, standard RAL
9007.

– Reach H standard 875,
1050, 1225 or 1400 mm.

– Target dimensioning:
lamella length 2995 mm,
frame c/c 1500 mm,
equalising pieces at sec-
tion's end or ends.

PS-P standard horizontal
sunshade
– Lamella type 5/60.
– Fastening sets at grille's

ends and joints; 1 set / posi-
tion.

– Powder painting with RAL
shades, standard RAL 9007.

– Reach H standard 520, 640,
760, 880, 1000, 1120 or
1240 mm.

– Target dimensioning:
lamella length 2480 mm,
fastener c/c 2500 mm,
equalising pieces at sec-
tion's end or ends.

PS-P  sunshadeAluClik sunshade
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